Modelo Motor
Model Engine
HLW 1-8 T5 LDW 1003
HLW 1-11 T5 LDW 1404
HLW 1-15 TS5 LDW 1603
HLW 1-20 T5 LDW 2204
Modelo Motor

Model Engine
HLW 3-20 T5 LDW 1003
HLW 3-25 T5 LDW 1404
HLW 3-30 T5 LDW 1603
HLW 3-35 T5 LDW 2204

*Los pesos son aproximados.
Condiciones ambientales de referencia:

GAMA PROFESIONAL
PROFESSIONAL RANGE

Potencia - Power Cil.
KVA KW Cyl.
PR.P. Standby PR.P. Standby
@ @ @ @
76 84 6,1 6,7 3L
10,6, 11,6 | 8,5 9,3 4L
14,31 159 11,4 ' 12,7 3L
18,6 20,5 14,9 16,4 4L
Potencia - Power Cil.
KVA KW Cyl.
P.R.P. Standby PR.P. Standby
@ @) [ @
16 17 12,7 ' 13,6 3L
21 23 17 19 4L
26 29 21 23 3L
35 39 28 31 4L

1.000 mbar, 25°C, 30% humedad relativa. Potencia segun la norma ISO 3046.

1- P.R.P. Prime Power - ISO 8528: es la potencia maxima disponible para un ciclo
de potencia variable que puede ocurrir por un nimero ilimitado de horas por afio,
entre los periodos de mantenimiento sefialados. La potencia media consumible
durante un periodo de 24 horas no debe rebasar del 80% de la P.R.P. 10% de
sobrecarga es permitido solo para regulacion.

2- Standby power (ISO 3046 Fuel Stop power): es la potencia maxima disponible
para empleo bajo cargas variables por nimero limitado de horas afio (500h) dentro
de los siguientes limites maximos de funcionamiento: 100% de la carga 25h/afio
- 90% de la carga 200h/afio. No existe sobrecarga. Es aplicable en caso de
interrupcion de la distribucion en zonas de red eléctrica fiable.

3- NA= Aspiracion natural.
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LOMBARDINI

Potencia - Power 7,6 - 39 kVA

GRUPOS ESTATICOS ESTANDAR
OPEN SKID GENSETS

REFRIGERADOS POR AGUA - DIESEL
WATERCOOLED - DIESEL

FRECUENCIA 50
FREQUENCY (oA,
TRIFASICOS

THREE-PHASE

T
Eal

400V / 1.500 r.p.m.

Dimesiones - Dimensions mm

Largo Ancho Alto
L W H
1.285 690 1.080
1.285 690 1.080
1.285 690 1.120
1.415 690 1.120

Peso
Weight
Kg

275
295
370
430

Depdsito
Fuel Tank
L

35
35
35
39

400V / 3.000 r.p.-m.

Dimesiones - Dimensions mm

Largo Ancho Alto
L W H
1.285 690 1.080
1.285 690 1.080
1.285 690 1.120
1.415 690 1.120

*The weights are approximate.

Ambient reference conditions:
1.000 mbar, 25°C, 30% relative humidity. Rating according to ISO 3046.

1- P.R.P. Prime Power - ISO 8528: prime power is the maximum power available
during a variable power sequence, which may be run for and unlimited number of
hours per year, between stated maintenance intervals. The permissible average

power output during a 24 hours period shall not exceed 80% of the prime power.

10% overload available for governing purposes only.

Peso
Weight
Kg

245
300
370
430

Depdsito
Fuel Tank
L

35
35
35
39

2- Standby power (ISO 3046 Fuel Stop power): power available for use at variable
loads for limited annual time (500h), within the following limits of maximum operating
time: 100% loads 25h per year - 90% loads 200h per year. No overload available.
Applicable in case of failure of the main in areas of reliable electrical network.

3- NA= Natural aspirated.
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GAMA PROFESIONAL
PROFESSIONAL RANGE

LOMBARDINI

Potencia - Power 7,8 - 21,2 kVA

GRUPOS ESTATICOS ESTANDAR
OPEN SKID GENSETS

REFRIGERADOS POR AGUA - DIESEL
WATERCOOLED - DIESEL

FRECUENCIA
FREQUENCY

o0

H =

MONOFASICOS
SINGLE-PHASEE

kal

230V / 1.500 r.p.m.

Motor Potencia - Power Cil. Asp. Dimesiones - Dimensions mm
Engine KVA KW Cyl. Largo Ancho Alto
L W H
P.R.P. Standby PR.P. Standby
@ @ @) @ ®
HLW 1-8 M5 LDW 1003 78 83 6,2 66 3L NA 1.285 690 1.080
HLW 1-12 M5 LDW 1404 11,1, 121 89 , 97 4L NA 1.285 690 1.080
HLW 1-15 M5 LDW 1603 15 1 16,6 12 1133 3L NA 1.285 690 1.120
HLW 1-20 M5 LDW 2204 18,1 192 145 154 4L NA 1.415 690 1.120
Cos Phi=0,8
Modelo Motor Potencia - Power Cil. Asp. Dimesiones - Dimensions mm
Model Engine KVA KW Cyl. La[go Ar:x/ho All_t|o
P.R.P. Standby PR.P. Standby
@ @ @ @ €)
HLW 3-12 M5 LDW 1003 12 ' 12,7 12 ' 12,7 3L NA 1.285 690 1.080
HLW 3-16 M5 LDW 1404 16 , 185 16 185 4L NA 1.285 690 1.080
HLW 3-20 M5 LDW 1603 20 1 21,2 20 1212 3L NA 1.285 690 1.120
Cos Phi=1

*Los pesos son aproximados.
Condiciones ambientales de referencia:

1.000 mbar, 25°C, 30% humedad relativa. Potencia segun la norma ISO 3046.

1- P.R.P. Prime Power - ISO 8528: es la potencia maxima disponible para un ciclo
de potencia variable que puede ocurrir por un nimero ilimitado de horas por afio,
entre los periodos de mantenimiento sefialados. La potencia media consumible
durante un periodo de 24 horas no debe rebasar del 80% de la P.R.P. 10% de
sobrecarga es permitido solo para regulacion.

2- Standby power (ISO 3046 Fuel Stop power): es la potencia maxima disponible
para empleo bajo cargas variables por nimero limitado de horas afio (500h) dentro
de los siguientes limites maximos de funcionamiento: 100% de la carga 25h/afio
- 90% de la carga 200h/afo. No existe sobrecarga. Es aplicable en caso de
interrupcion de la distribucion en zonas de red eléctrica fiable.

3- NA= Aspiracion natural.

Peso Deposito
Weight Fuel Tank
Kg L
280 35
310 35
430 35
455 39

230V / 3.000 r.p.m.

*The weights are approximate.
Ambient reference conditions:

Peso Deposito
Weight  Fuel Tank
Kg L
245 35
300 35
375 35

1.000 mbar, 25°C, 30% relative humidity. Rating according to ISO 3046.

1- P.R.P. Prime Power - ISO 8528: prime power is the maximum power available
during a variable power sequence, which may be run for and unlimited number of
hours per year, between stated maintenance intervals. The permissible average
power output during a 24 hours period shall not exceed 80% of the prime power.
10% overload available for governing purposes only.

2- Standby power (ISO 3046 Fuel Stop power): power available for use at variable
loads for limited annual time (500h), within the following limits of maximum operating
time: 100% loads 25h per year - 90% loads 200h per year. No overload available.
Applicable in case of failure of the main in areas of reliable electrical network.

3- NA= Natural aspirated.
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